DIVERTER VALVE

0 - 600 psig

Rochw“'@”“"“ﬁsbmd
Swendeman
FULL FLOW
DIVERTER VALVE

Features
e Engineered for maximum safety and
reliability
« Full flow manifold ends
Technical Data = Medical level O, cleaning in conformance
with CGA G-4.1
Operating Ranges e 180 degree operation
Temperatures ............... -423°F to 400°F = Handle indicates flow direction
Set Pressures ............... to 600 psig «  Low maintenance
ot e Bronze B6L " Blow out proof stem
EndPlate .................. Bronze B61 = V-ring stem packing
Ball .oovoveeveieiiei, Bronze * Al stainless externals
Stem ..., 316SS ot
Seats ....oooiiiiiiiiin, MTFE Applications
Body Seals ............... TFE = Dual safety relief systems
Stem Sea|§ """"""""" CTFE = Stationary cryogenic tanks
Stem Bearing ............... TFE - Manifolding
Bellville Wsh ............... 17-7 SS
External Hdwe ............ 300 Series SS = Distribution systems
Sizes « Process systems
Available in 3/4 inch F to 1 inch F * Liquid and Gaseous Cryogenic
Applications

Applicable Codes

Designed and manufactured to meet:
* ANSI B31.3, B16.34
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Dimensions & Characteristics DIVERTER VALVE

HIGH FLOW DIVERTER VALVE CV VALUES* < B N
Safety Relief Valve Outlet | Rupture Disc Outlet| Torque f C >]

_ cve cve cv@ cve ] ] 1
Sizes | mid position full open mid position  full open Max. —
(inches) (90°) (180°) (90°) (1809 | Value ( a

O
hF 9.2 8.2 10.7 8.1 200 in. Ibs. @
1F 25.3 18.3 16.4 14.0 | 300in. Ibs. |—, _ U

* Flows may vary slightly due to outlet connection sizes.

A
DIMENSIONS (inches)
Size A B C D
D
YiF 13.00 9.38 7.25 7.75
1F 17.66 11.61 8.73 12.00

Dimensions for reference only
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TO ORDER: See Page 14
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SAFETY RELIEF VALVES

How To Order

Sample: 710 N B D E -A 025

MODEL NUMBER | |—

710 - RXSO Bronze ASME coded with O, cleaning

715 - RXSO Bronze TUV coded with O, cleaning

760 - RXSO-S Stainless Steel RXSO with O, cleaning

770 - RSL Bronze Non ASME coded with O, cleaning

775 - RSL SS Non ASME coded with O, cleaning
CAP

N - Plain Cap

E - Open Lever
ORIFICE

A - 0.750

B - 1.000

C - 1250

D - 1500

E - 2.000

DIVERTER AND CRYOTREE™

CRYOTREE only

— T
790 D F D C A B-E B 250

—

How To Order
Sample:
MODEL NUMBER ——————

780 - Diverter Valve
790 - CryoTree™

DIVERTER VALVE SIZE (inches)

D - 3/4

E -1
ORIFICE

F - Ful

TOP PORT (inches)

D - 3/4
E -1
Fo- 1-1/4
BOTTOM PORT (inches)
A - 1/4 E -1
B - 3/8 F - 1-1/4
cC - 12 G -
D - 3/4

~14 -

SET PRESSURE
VALVE SERVICE (For Set Valves)

A - Air/Gas Sec. VIl
N - Air/Gas/Liquid Non Code
E - Air/Gas TUV
Z - Other
OUTLET SIZE (inches)
D - 3/4
E -1
F - 1-1/4
G - 1-172
H - 2
J - 212
INLET SIZE (inches)
c -1/2 F- 1-1/4
D - 3/4 G- 1-172
E -1 H- 2
SET PRESSURE
SRV ORIFICE
A - 0.750
B - 1.000
C - 1.250
D - 1500
E - 2.000
SRV OUTLET
D - 3/4
E -1
F - 1-1/4
H - 2
MATERIAL
B - Bronze with 316 Stem

SIDE PORT (inches)

A - 1/4 D - 3/4
B - 3/8 E-1
c - 12 F - 1-1/4

SC RS/0604





